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Technical Table
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Robust and powerful compressor
1 Oil separator vessel 
2 Compression element
3 Air intake valve

4 Oil fi lters
5 Air/Oil coolers
6 Motor 

7 Cooling Turbines
8 Air fi lter

1

Type HP kW
m3/min

Start dB(A)
Std kg L x W x H (mm)

7.5 Bar 8 Bar 10 Bar 13 Bar

50 Hz
CPF 175 175 132 23.6 22.6 20.5 16.8 Y/D 75 2600 2860 x 1500 x 1940

CPF 200 200 160 28.6 27.3 24.8 20.5 Y/D 73 2830 2842 x 1610 x 1992

Type HP kW
cfm

Start dB(A)
Std lbs L x W x H (inches)

100 psi 125 psi 150 psi 175 psi

60 Hz

CPF 175 175 132 837.4 806.2 731.9 600.3 Y/D 75 5732 113 x 59 x 76

CPF 200 200 160 999.4 911.1 821.7 701 Y/D 73 6239 112 x 63 x 78

* Unit performance measured according to ISO 1217, Annex C, 2009.
** Noise level measured according to ISO 2151.
All technical data for air-cooled machines. 
For technical data of water-cooled machines, please contact your local sales force.



Gearbox driven compressors
CPF 270 - 340

Time-proven components combined with a smart design, 
the CPF 270-340 will ensure you smooth operation and 
highest uptime. 
Optimum performance is achieved thanks to a state-of the- 
art compression element coupled with a high effi cient motor.
Easy accessibility and long lifetime components have been 
selected to keep service cost to a minimum.
A large scope of options and solutions has been developed. 
To match your precise requirements and further optimize 
your savings. 

Optimized solutions
to help you reach the 
highest effi ciency 

CPF 340

Optimized cooling 
system

Large surface 
aluminum type

Effi cient Water 
seperator drain

Integrated as stand-
ard.

State-of-the-art screw 
element

Effi cient, reliable and 
time proven

Safe and easy 
service

Long lifetime 
components easily 
accessible

Built-in intelligence

Advanced system 
with clear visualization



Robust and powerful compressor

1 Air fi lters
2 Motor
3 Gear driven transmission
4 Water separator drain

5 Air/oil coolers
6 Oil separator vessel
7 Base frame
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Type HP kW
m3/min 

Start dB(A) kg L x W x H (mm)
7 bar 8 bar 10 bar 13 bar

50 Hz

CPF 270 270 200 35.5 32.7 30.8 26.2 Y/D 77 4710 3386 x 2120 x 2400

CPF 340 340 250 40.8 40.0 37.6 N/A Y/D 78 4780 3386 x 2120 x 2400

Type HP kW
cfm

Start dB(A)
Std lbs L x W x H (inches)

100 psi 125 psi 150 psi 175 psi

60 Hz
CPF 270 270 200 1241 1112 1024 904 Y/D 77 10384 133 x 83 x 95

CPF 340 340 250 1377 1306 1205 N/A Y/D 78 10538 133 x 83 x 95

Technical Table

* Unit performance measured according to ISO 1217, Annex C, 2009.
** Noise level measured according to ISO 2151.
All technical data for air-cooled machines. 
For technical data of water-cooled machines, please contact your local sales force.



Inverter driven compressors
CPVS 175 - 250

The Chicago Pneumatic Variable Speed compressor series 
CPVS allows you to drastically reduce your operating costs 
when your equipment is not working at full capacity all 
day long. Basically, the inverter reduces the motor speed 
to match your air consumption and as a result, you save 
energy and money.

The CPVS is great as a stand-alone machine or networked 
to a load-unload CP compressor where it can function as a 
master and regulate the air delivery the whole site.

Optimized solutions
to save energy 

CPVS 175

State of the art screw 
element

Reliability thanks to 
a selection of high 
quality material.

Advanced control 
and monitoring

Accurate control to 
work at the most 
optimal conditions.

Reliable drive train 

High effi ciency 
integrated inverter 
and IP 55 motor.

EMC compatibility

No electromagnetic 
interference on your 
compressed air 
system.

Optimized operating 
cost

Reduce compressed 
air production costs 
by about 30%.

CPVS 175



Robust and powerful compressor

1 Filtration panels
2 Controller
3 Frequency converters
4 Cooling module

5 Oil separator vessel
6 Large opening doors
7 Base frame

www.cp.com

1

7

5

6

3

42

* Unit performance measured according to ISO 1217, Annex E, 2009.
** Noise level measured according to ISO 2151.
All technical data for air-cooled machines. 
For technical data of water-cooled machines, please contact your local sales force.

Technical Table

Type HP kW Bar m3/min 
(min)

m3/min 
(max)

dB(A)
Std kg L x W x H (mm)

50 Hz
CPVS 175- 10 175 132 5 to 10 5.2 24.8 75 2509 2860 x 1610 x 1940

CPVS 175- 13 175 132 5 to 13 6.3 21.5 75 2509 2860 x 1610 x 1940

CPVS 250- 10 250 180 5 to 10 4.6 30.3 73 3550 2924 x 1610 x 1992

CPVS 250- 13 250 180 5 to 13 4.7 22.7 73 3550 2924 x 1610 x 1992

Type HP kW Bar cfm 
(min)

cfm 
(max)

dB(A)
Std lbs L x W x H (inches)

60 Hz
CPVS 175- 10 175 132 72 to 145 192 874 75 5531 113 x 63 x 76

CPVS 175- 13 175 132 72 to 189 201 755 75 5531 113 x 63 x 76

CPVS 250- 10 250 180 72 to 145 162 1071 73 7826 115 x 63 x 78

CPVS 250- 13 250 180 72 to 189 166 801 73 7826 115 x 63 x 78
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DISTRIBUTED BY 

Care.
Care is what service is all about: professional service by knowledgeable people, using high-quality original parts.
 
Trust.
Trust is earned by delivering on our promises of reliable, uninterrupted performance and long equipment lifetime. 

Efficiency.
Equipment efficiency is ensured by regular maintenance. Efficiency of the service organization is how Original Parts and 
Service make the difference. 

Chicago Pneumatic: full offer, global presence

Portable  compressors & generators

© 2015, Chicago Pneumatic. All rights reserved. All mentioned brands, product names, company names, trademarks and service marks are the properties of their respective owners.
Our products are constantly being developed and improved. We thus reserve the right to modify product specifi cations without prior notice. Pictures are not contractually binding.
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Screw compressors Industrial &  vehicle service tools Construction equipmentPiston compressors


